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IMPoRTAnT

1. Always follow set up instructions carefully.  Some assembly methods can stress components beyond 
the requirements of the exhibits design and the intended capacity of the system components.

2. Review entire design before beginning.  The first step should be an understanding of how the 
design goes together, and an inventory of parts.  Follow the recommended assembly sequence of the 
design as it may be difficult to add some components at a later time.  

3. Floor layout is important.   Moving a design can introduce undesired stress on system components.  
Because connections may also loosen when moved, an accurate floor layout can save time in the long 
run.  Always build a section of the design which will stand on its own.  This “base section” will then 
define the datum points for which all other dimensions are referenced.  Make certain the base section 
is positioned correctly relative to the floor space because the rest of the exhibit must be assembled 
relative to the location of the base section.

4. Tools.  You will need a 1/4” and a 5/32” hex driver to assembly the tube system components.   
Levels, squares, and a string line can also be used to make the assembly proceed smoothly.   Leveling, 
and checking for plumb should be done continuously as the booth is assembled.

5. Tighten All Connections.  Make sure primary connections are tightened and secure before adding 
secondary connectors.  Make certain to tighten all connections as you go along!  NOTE: A battery-
operated driver can speed up the assembly process.  However, a low battery or a weak driver can 
also be the culprit when loose connections are noticed.  Checking for tightness (torque) by hand is 
preferred.  

7. Packaging.  When unpacking your display and accessories, take note of the packing system and the 
materials used.  Keep all packing materials and repack components in the same manner as originally 
shipped.  Components and accessories can be damaged during shipping or storage if not packed 
carefully.

8. DO NOT DISASSEMBLE TUBES.  Although the tubes can be disassembled, this should never be 
done.  The tubes are carefully assembled in our facility and any attempt to disassemble them will void 
the warranty and will render the tube unusable.packed carefully.

BAsIc AssEMBLy
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Assembling Tubes:
Connecting pins are used to join tubes 
together and to prevent a tube from 
rotating when attached to another tube 
or to a base plate.  Fit a connecting pin 
into the tube insert and secure it with 
the tube set screw.  Fit the second tube 
onto the pin and secure it by tightening  
its set screw.

Connecting 
Pin

Set Screw

Tube Ultra is a product of Skyline Exhibits
Patents Pending
©2007 Skyline Exhibits



TUBE ULTRA InsTRUcTIons

Connector Pin

Base Plate

90º

Alignment Pin

Base Plates:
Base Plates give stability and support to 
vertical structures.
Install the Base Plate onto the end of a 
tube by fitting the Connector Pin into 
the Spring Loaded Insert of the tube 
end and the Alignment Pin into one 
of the four alignment holes in the tube 
extrusion.  Tighten the tube Set Screw 
to secure.

Alignment 
Holes

Spring 
Loaded 
Insert
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Nut Plates:
Nut Plates are needed when attaching 
many accessories.   Nut plates can be 
installed in one of two ways: by sliding 
the plate into the slot before the tubes 
are assembled, or by angling the plate 
into the slot.  Using the allen wrench 
inserted into the set screw will help 
when angling in the nut plate.
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C o n n e c t i n g  
H o r i z o n t a l 
Tubes:
Fit Horizontal 
C o n n e c t o r 
in to  the  s lo t 
of the vertical 
tube where the 
horizontal tube 
will be attached.  
Using an allen 
wrench ,  t u rn 
the Connector 
90º to lock it 
in to posi t ion.  
Fit the End Pad 
into the end of 
the horizontal 
tube.  The center 
hole of the End 
Pad will fit onto 
the Horizontal 
C o n n e c t o r 
with the center 
" l i p "  f i t t i n g 
in to  the  s lo t 
of the vertical 
tube.  Secure 
the assembly by 
tightening the 
set screw of the 
horizontal tube.

End 
Pad

Horizontal 
Connector
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Slotted Banners (cont.):
Fit the top horizontal tube 
to the desired finished level.  
Attach the lower horizontal 
tube below it some inches 
above its final position.    This 
will allow some slack in the 
banner making the installation 
easier.  Attach the top of the 
banner to the top horizontal 
tube and the bottom to the 
bottom horizontal tube (see 
page 19).  Slightly loosen 
the set screws securing the 
bottom horizontal tube to the 
connector pins in the vertical 
tube.  Carefully slide the 
bottom horizontal tube, end 
caps, and the connector pins 
down the vertical tube until 
the banner is taut.  Finish by 
tightening the set screws on 
the bottom horizontal tube. 

To remove the banner, simply 
use your finger to pull the lip 
of the extrusion off the insert, 
then, run your finger down 
the length of the banner 
extrusion.

FRONT VIEW

REAR VIEW
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Plasma screen mounting

A

A

A

A

B

A = A
B is less than 29.5”

Attach mounting arms to the back of the monitor 
with screws.  Make sure that the screws are fully 
seated and secure.  Center the arms vertically on 
the back of the monitor.
The mounting arms should also be spaced 
horizontally as far apart as possible but with no 
greater spread than 29.5". 
After attaching the arms, lift the assembly to 
the Plasma Mount base and fit the hook of the 
arms over the upper edge of the base.  Lower the 
assembly until the lower lip of the arm fits over 
the lower edge of the base.  Carefully slide the 
assembly horizontally until it is centered on the 
base, then tighten the security screw to lock the 
assembly in position.

Security 
Screw

Tilting 
Assembly

Non-Tilting 
Assembly
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Table  Setup  
Place the table on a soft surface, hold it on it’s side
and unfold both legs.  Push the lower shelf past the
shelf stop. Stand the table upright and the lower
and middle shelves will drop into place.

Shelf Adjustment
If extra space is
required on the
lower shelf, the
shelf stop and
the middle shelf
can be moved 6”
higher using a
phillips head
screwdriver.

STRATUS TABLE SYSTEM Setup

Shelf
Stop

Lower
Shelf

6"

29"

4"

Shelf Stop
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STRATUS TABLE SYSTEM Wrap

Table Panel Wrap
Apply the panel wrap by aligning the

Velcro® hook strips around the top of
the back of the panel with the loop strips
under the lip of the top.  Smooth the
bottom edge of the wrap against the
velcro around the lower shelf.  Secure
the panel by wrapping the velcro tabs
on the panels edges around the table
legs. 
Note: there will be a slight gap between
the edge of the table wrap and the leg
and the wrap and (if installed) the doors. 

Table Top Inlay
The inlay may be cleaned by wiping

with a glass or all purpose cleaner.  Do
not use a wax based cleaner as this
may destroy the finish.



Doors
If not previously installed, mount the door mounting hardware on
the underside of the lower shelf using the six permanent holes
with threaded inserts.  Mount the door catch using the middle two
holes and the door “L” hinge brackets using the holes near the
legs.  Note the positions in the illustrations.  All mounting

hardware use the
same screws.

Install the doors
by making sure

the upper door
hinge is retracted

and the lower hinge is
extended.  To retract the hinge,

turn the locking leg of the hinge out
from the outer locking slot, pull the
hinge down, and turn the locking

leg back into the inner locking slot. With the
door held in a position as if it were slightly open, fit

the lower extended hinge into the hinge
bracket and slide the upper edge of
the door under the table top.  There is
a slight indentation in the face of the
table top where the upper hinge hole
is located to help align the upper
hinge.  When aligned with the hinge

hole, extend the hinge and lock into
place.  Repeat with the second door.
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STRATUS TABLE SYSTEM Doors

Extended
and

locked in
outer slot
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STRATUS TABLE SYSTEM Accessory Pole

Accessory Pole  
Loosen the locking screws on the upper section
of the pole and extend the lower section out a
few inches.  Place the lower section into the hole
in the table top and let the lower section drop
through the shelves to the floor.  Tighten the
locking screws.

Accessories  
Assemble the mounting bracket by
inserting the screws into the collared
washers and screwing them loosely into
the long nut plate.  Slide the bracket
assembly into the desired channel of the
Accessory Pole down to the required
position.  Tighten the screws to secure
the bracket with supplied allen wrench.
The Literature Racks and the Monitor
Bracket will fit over the collared washers.

Note: It is
recommended that
you mount the
Monitor Bracket to
the monitor before
installing it on the
pole.

Note: The accessory pole has been
tested with two 20 lb monitors
(approximately 20” flat screens) on
the inside and outside positions at a
height of 65”.  Monitor(s) installed
on the pole at a greater height or
with a greater total weight will be
unstable.
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STRATUS TABLE SYSTEM Accessory Pole
Wire Management

Wire Management
Note: Installing cords is best performed without a
Table Wrap.  Either install cords before adding wrap
or remove wrap prior to installation.   

Most computer and power cords will fit into the
openings in the upper section of the accessory pole.
Simply insert on end (or plug) of the cord into the hole
and push the cord down until it is under the table top.
Pull the end or plug out of the lower section of the pole
at the desired level (Illustration A).

Certain cords use plugs which will be more difficult to
slide down the assembled pole.  In these cases,
remove the pole from the table, loosen the locking
thumbscrews and slide the two sections of the pole
apart.  Insert the cord into the upper section of the
pole and slide it out the lower end (Illustration B).
Lay the cord in the lower section of the pole
and reassemble the pole.  Then install the pole
onto the table.

A

B
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STRATUS TABLE SYSTEM Accessory Pole
Wire Management

Wire Management (continued)
When installing power cords with plug type
transformers, do not install pole first.  Run the
female end of the cord up through the shelf and
top holes (Illustration C).

Place the pole on the table top and lay the cord
in the lower section and feed female end
through the pole to the upper or lower cord
opening as desired (Illustration D). 

Keeping hold of the female end, place the
lower section into the hole in the table top
and let the lower section drop through the
shelves to the floor, being careful not to
damage the wire or the transformer
(Illustration E).  Tighten the locking screws.

Note: Some cords will use plugs that will not
fit into the pole openings.  Run these cords
down one of the grooves on the outside of the
pole and use cable ties or tape to secure
the cord. 

C
D

E
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STRATUS TABLE SYSTEM Graphics

Board Mounted Graphic
Board Mounted Graphic panels will require 2
gripper assemblies.  Build each assembly with a
gripper, screw, nut, and set screw.  Do not
tighten the screws.  Slide the nut of each gripper
assembly into the desired channel.  Position the
lower gripper assembly about 8” from the table
top and the upper assembly about 8” from the
top of the pole.  Tighten the gripper/nut screws
to lock the panel grippers in place.  Make sure
the set screw is backed out of the gripper
enough to slide in the panel.  Slide the panel in,
centering it between the two gripper assemblies,
then carefully tighten the set screw.  Note: The
set screw will leave a slight mark on the panel
surface.  Use this mark to reposition the panel
and gripper assemblies on subsequent setups.
DO NOT OVERTIGHTEN AS THIS MAY DAMAGE
THE PANEL.
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STRATUS TABLE SYSTEM Graphics

Banner Graphics
Slide the nuts of both Banner Hardware Rods
into the desired channel.  Keeping the top rod
assembly near the top of the pole, twist the rod
clockwise to lock it into position.  Slip the banner
onto both rods, then slide the lower rod
assembly down the tube until the banner is taut.
To lock the lower rod, push the end of the
banner in until the end of the rod is exposed,
then twist the rod clockwise.
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